
6X BLOCKING W/ A35
CLIP TOP & BOTTOM
COORDINATE LOCATION W/
MFR.

VANDAL RESISTANT #14 X 3"
WD.
SCREW @ 16" O.C. MAX.
THRU
PRE-DRILLED HOLES (MIN. 4)

CONTINUOUS
ALUMINUM MOUNTING
BRACKET

CERAMIC TILE OVER
CEMENTITOUS
BACKER BOARD

STILE

SHOE

3/8" DIA. THREADED ROD
W/ WASHERS AND NUTS

LEVELING PLATE

FLOORING (PER
SCHEDULE)

3/8" DIA. EXP.
BOLT W/ 1 5/8"
MIN. EMBED

WALL ATTACHMENT

FLOOR ATTACHMENT

10-80200.RVT

BLOCKING AS REQUIERD

FINISH CEILING

(2) #14 1 1/4" SMS W/
PLASTIC ANCHORS
(USE #16 RAWL DRILL OR
MASONRY DRILL TO DRILL
1" DEEP HOLES

1" 1"

"L" PLATE

(2) #14 5/8" SMS TO BE
DRILLED ON SITE (TROU-
BOLT TO INSTALL AND HOLD
STILE BOOT IN PLACE)

SHOE

CEILING ATTACHMENT

STARTING POINT FOR TILE @
OUTSIDE CORNER

SB-816

S-886

SC-886

C-833

SB-816

CB-813

C-833

SC-813

S-832

SC-816

S-886

2"

2"

2x26
"

NOTE: ALL EDGES TO BE
BULLNOSE OR ROUNDED TRIM
TRIM PROFILE BASE ON "DAL TILE"

1
 1

/2
".

NOTES:
REFER TO TILE COUNCIL OF AMERICA HANDBOOK:
F121-03 FOR ADDITIONAL DESIGN INFORMATION
PROVIDE CONTROL JOINTS 12'-0" O.C. MAX. U.N.O.

CERAMIC TILE

MORTAR BED, SLOPE TO
DRAIN

SEALANT & BACKER ROD
w/ COMPRESSABLE
BACK-UP

WATERPROOF
MEMBRANE

CONTROL JOINTDEPRESSED CONCRETE
SLAB

REINFORCING

0' - 0"

FIN. FLR.

METAL STUD
WALL ASSEMBLY

CERAMIC TILE
WHERE OCCURS

PARTITION PANEL
OR WALL POST

BACKING SEE

MOUNTING BRACKET

SHT MTL SCREW &
SPACER

NOTE:
VERIFY w/ PARTITION MFR
FOR BACKING LOCATIONS

METAL FRAMING

GYPSUM BOARD

MOISTURE RESISTANT

THIN SET MORTAR
BOND COAT

COVE BASE
FLOOR TILE

WALL TILE

NOTE: PROVIDE MANUFACTURER'S
MODULAR COVE BASE AND
ACCESSORIES, INCLUDING INSIDE AND
OUTSIDE CORNERS

SEE FOR ADDITIONAL

NOTESAS973

2

RECESSED FLOOR SLAB

SLOPED FILL

REINFORCED MORTAR
SETTING BED

SHOWER PAN OR
WATERPROOFING MEMBRANE

CERAMIC TILE SLOPED TO DRAIN

FLOOR DRAIN PER
PLUMB. DWGS.

FLOOR DRAIN PIPE
PER PLUMBING DWGS.

DEPRESSED
CONCRETE SLAB

MORTAR BED

OF TRAVEL

1/2" MAX.
@ DIRECTION

2'-0". 2'-0".

CERAMIC TILE

SLOPE
2% MAX.

SLOPE
2% MAX.

09-30200.RVT

REINFORCEMENT

CONT. RUNNER

COVE BASE

CERAMIC TILE

FOR CONNECTION
SEE
STRUCTURAL
DWGS.

(THIN SET)

SCHLUTER EDGE
PER SPECS.

CAULKING

CONCRETE FLOOR
PER FINISH SCHEDULE

CONCRETE CURB

5
/8

"

STARTING POINT FOR TILE @
OUTSIDE CORNER

NOTE: ALL EDGES TO BE
BULLNOSE OR ROUNDED TRIM
TRIM PROFILE BASE ON "DAL TILE"

SB-816

S-886

SC-886

C-833

SB-816

CB-813

C-833

SC-813

S-832

SC-816

S-886
2x26

"

POLISHED CONCRETE FLOOR

ELEVATION

SECTION

1' - 4"

 ACCESSIBLE MOUNTING HEIGHTS
1.  36" MAX. @ ADULT
2.  27" MIN. CLR. @ ADULT
3.  UNDERSIDE OF D.F. SHALL BE
FREE OF SHARP OR ABRASIVE
EDGES OR SURFACES

ACCESSIBLE
DF.

3
' -

 0
"

2
' -

 3
"

BACK
PANEL

ACCESS PANEL

FINISH FLOOR

 DEPTH IS > 24"

18" MIN.  IF ALCOVEACCESSIBLE DF.

FINISH
FLOOR

FINISH
WALL

2
' -

 3
"2

' -
 8

"

2
' -

 1
0
"3
' -

 3
"

MOUNTING
FRAME

BACK
PANEL

FRAME
FLANGE

WALL
FACE

NOTE:  MOUNTING FRAME
MUST BE INSTALLED SO
THAT FRAME FLANGE
BUTTS AGAINST FINISHED
WALL FACE.

M
IN

.

9
"

MAX.

6"

CLR.

17" MIN.

8"

PLAN

AREA OUTSIDE HATCH
SHALL BE CLEAR

PLAN

34" [864mm]

GRAB BARS AT ALL
PUBLIC & PATIENT TOILETS

NOTES:

A/E SHALL LOCATE GRAB BARS AND TOILET
ACCESSORIES IN ACCORDANCE WITH CHAPTER 6
OF THE ADA-ABA ACCESSIBILITY STANDARD.

VA BARRIER FREE DESIGN GUIDE PG-18-13
SPECIFIES LARGER WHEELCHAIR ACCESSIBLE
STALLS AND FRONT TRANSFER (AMBULATORY
ACCESSIBLE) STALLS THAN REQUIRED BY
ADA-ABAAS. GRAB BARS ARE REQUIRED IN ALL
TOILET STALLS. NOT JUST ACCESSIBLE STALLS.

SECTION A

ELEVATION

1/2" [13mm] DIA. HANGERS
ANCHORED TO STRUCTURE
ABOVE

STEEL CHANNEL (SIZE
FOR SPAN AS REQ'D)

WALL FRAMING

LATERALLY BRACE
SUSPENDED CHANNEL
TO WALL OR
STRUCTURE ABOVE

SUSPENDED CEILING
PER FINISH SCHEDULE

3/8" [10mm] STUD BOLT

MTL TOILET PARTITION
PILASTER W/ CORE
AS SPECIFIED

TOP OF TOILET
PARTITION. SEE
MFGR'S DETAIL

METAL CLIP

CEILING MOUNTED
TOILET PARTITIONS

A

34" [864mm]

6
0
" 

[1
5
0
0
m

m
]

1" [25mm]1" [25mm]1" [25mm]

STANDARD

36" [900mm]

FRONT TRANSFER

42" [1050mm]

MIN PG-18-13

66" [1680mm]

18" [450mm]6" [150mm] 36" [900mm]

4
2
" 

[1
0
6
5
m

m
]

1
2
" 

[3
0
0
m

m
]

WHERE SOFFIT OCCURS
2" MIN. [50mm]

9
0
" 

[2
2
5
0
m

m
] 
M

IN
.

9
6
" 

[2
4
0
0
m

m
]

1
2
" 

[3
0
0
m

m
]

5
8
" 

[1
4
7
0
m

m
]

 3" = 1'-0"
8

CEILING MOUNTED TOILET PARTITION1

 3" = 1'-0"
2

CERAMIC TILE - COVE UNIVERSAL TRIM @ TILE FL

 3" = 1'-0"
6

CERAMIC TILE @ FLOOR

 6" = 1'-0"
7

URINAL PARTITION ANCHORAGE

 3" = 1'-0"
3

CERAMIC TILE - BASE @ SHOWER1

 1 1/2" = 1'-0"
5

FLOOR DRAIN AT TILE

 6" = 1'-0"
4

CERAMIC TILE - BASE AT CONCRETE FLOOR1

 3" = 1'-0"
1

CERAMIC TILE - COVE BASE UNIVERSAL TRIM @ CONC. FL

 1 1/2" = 1'-0"
9

DRINKING FOUNTAIN

T 559 322 2444/ www.hmcarchitects.com

1827 E. Fir Avenue / Studio 103 / Fresno, CA 93720
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 1/2" = 1'-0"
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102800- TYP TOILET STALL DETAIL


